RCI Features & Characteristics Handbook

ADMINISTRATIVE FEATURES - FEATURE 147 — STRATEGIC INTERMODAL SYSTEM

FEATURE 147 — STRATEGIC INTERMODAL SYSTEM

Roadway Side Offsets LRS Package Feature Type Interlocking Secured

C No Yes Length Yes Yes
Responsible Party for Data Collection Systems Implementation Office. For further assistance, please contact Systems
Implementation Office at 850-414-4913.

Definition/Background: Identifies highway facilities within the designated Strategic
Intermodal System (SIS) corridors, and designated SIS or Strategic Growth roadway
connectors. For more information on SIS Designation including definitions and
criteria, please contact the Systems Implementation Office or go to the SIS website at
https://www.fdot.gov/planning/sis/.

SISFCTPX — SIS FACILITY TYPE LEVEL (X=1-9)

HPMS | MIRE | Who/What uses this Information Required For Offset Offset
Direction | Distance
N/A N/A Intermodal System Development, SIS All designated SIS Highway N/A N/A
Committee, sub-committees, and Central Corridors and SIS or Strategic
Planning, District Planning, Safety, Financial Growth roadway connectors
Management, District Office of Maintenance On or Off the SHS

How to gather this Data: Enter the code value assigned to the route.

Grouping Codes Descriptions Grouping Descriptions
. 11 Corridor . 27 SG Connector
""g!‘f"_ay 13 Corridor Future S 28 SG Connector Future
Facilities (SG) Connectors
14 Corridor Planned Drop 29 SG Connector Planned Drop
21 Connector 31 Link
Connectors 22 Connector Future Other 41 GIS Route
23 Connector Planned Drop 51 Managed/Express/Reversible
24 Military Access
Military 25 Military Access Future
Access
26 Military Access Planned Drop

SISMPIDX — SIS FACILITY MAP ID LEVEL (X=1-9)

HPMS MIRE | Who/What uses this Information Required For Offset Offset
Direction | Distance
N/A N/A Intermodal System Development, All designated SIS Highway Corridors | N/A N/A
SIS Committee and sub- and SIS or Strategic Growth roadway
committees. connectors On or Off the SHS

Definition/Background: Associates a map ID with a highway facility within the designated SIS.
How to Gather this Data: Enter the ID value assigned to the facility.
Code: 6 Bytes: XXXXXX — Record the 6-digit sequence number assigned by the SIS Designation Committee.
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